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PLUMBING FIXTURE SCHEDULE
MOP SINK BASIN: MIN. CONN. SIZE SINK: MIN. CONN. SIZE URINAL: MIN. CONN. SIZE GENERAL NOTES FOR PLUMBING FIXTURE SCHEDULE(S)
W V.  HW W W V.  HW W W V.  HW  CW
PLUMBING FIXTURES SHALL BE OF ONE OF THE MANUFACTURERS INDICATED AND IN ACCORDANCE WITH THE

EIXTURE =~ | RV IRy g EIXTURE. 11/ 11/2° 1/ 1)2" COMPLETE HIGH EFFICIENCY URINAL (HEU) SYSTEM WITH QUIET, EXPOSED, MANUALLY 2" | 2 | - | 3/4 | INFORMATION AND MANUFACTURER'S CATALOG NUMBERS INDICATED. IF MANUFACTURER'S CATALOG NUMBERS HAVE
36” x 24" x 12" HIGH ONE PIECE TERRAZZO MOP SERVICE BASIN WITH FACTORY 18 GAUGE TYPE 304 STAINLESS STEEL SINK, SINGLE COMPARTMENT COUNTERTOP SELF OPERATED, CHROME PLATED URINAL FLUSHOMETER (0.5 GPF) FOR EITHER LEFT OR BEEN UPDATED OR DELETED. FIXTURES SHALL BE OF SIMILAR CONFIGURATION AND OF SIMILAR OR BETTER QUALITY
INSTALLED DRAIN WITH COMBINATION DOME STRAINER AND LINT BASKET FOR 3” FIXTURE RIMMING, 1—3/4” RADIUS COVED CORNERS, UNDERSIDE FULLY UNDERCOATED. FIXTURE RIGHT HAND SUPPLY AND VITREOUS CHINA WALL HUNG URINAL WITH THE FOLLOWING FIXTURE THAN WHAT IS SPECIFIED.

CAULK JOINT. CAULK ALL EDGES WHERE BASIN MEETS WALL WITH COLOR MATCHED
SILICONE SEALANT.
FIAT TSB—-700 OR APPROVED EQUAL.

IRIM
COMBINATION SERVICE SINK FITTING WITH VACUUM BREAKER, TOP WALL BRACE, 3/4"
HOSE THREAD SPOUT WITH BUCKET HOOK, 5 1/2” TO 10 1/2" ADJUSTABLE CENTERS

COMPARTMENT AND FAUCET DECK ARE RECESSED 3/16” BELOW OUTSIDE EDGE OF

SINK, 3 FAUCET HOLES, 3—1/2" DRAIN OPENING.
OVERALL DIMENSIONS 22" LONG X 19—1/2" WIDE

BOWL DIMENSIONS 18" LONG X 14" WIDE X 7-5/8" DEEP
ELKAY LR-22193 OR APPROVED EQUAL.

FEATURES:

URINAL

WALL HUNG VITREOUS CHINA, WASHDOWN FLUSHING ACTION, 3/4” I.P.S. TOP SPUD
INLET, 2" NPT OUTLET FLANGE, ALL MOUNTING HARDWARE INCLUDED, INTEGRAL
FLUSHING RIM.

VERIFY THE MOUNTING HEIGHT OF THE PLUMBING FIXTURES PRIOR TO ORDERING THE FIXTURES. MOUNTING HEIGHTS
SHALL BE AS INDICATED ON ARCHITECTURAL DRAWINGS/PLUMBING FIXTURE SCHEDULES AND COMPLY WITH ADA

REQUIREMENTS.

VERIFY COLOR OF FIXTURES WITH ARCHITECT PRIOR TO ORDERING FIXTURES.

REMARKS

1. SHALL COMPLY WITH A.D.A. REQUIREMENTS.
2. COORDINATE INSTALLATION WITH REMOVABLE PANEL LOCATED BELOW SINK. SEE

IRIM
F
1 | WITH INTEGRAL CHECK STOPS, AND 4’ COLOR INDEXED METAL BLADE HANDLES WITH HI ARC SINGLE LEVER FAUCET WITH BRASS CONSTRUCTION, CHROME PLATED FINISH, ELUSHOMETER .
) VANDAL RESISTANT SCREWS. 3/8" COMPRESSION X 24” SUPPLY LINES, 2.2 GPM AERATOR, CERAMIC DISC QUIET, EXPOSED, DIAPHRAGM TYPE, CHROME PLATED URINAL FLUSHOMETER WITH E&‘%S;EE?S)TOP SINKS: CONTRACTOR SHALL COORDINATE SIZE OF CABINET(S) AND SINK(S) PRIOR TO ORDERING
() DELTA 28C2384AC OR APPROVED EQUAL. CARTRIDGE. 8” RADIUS X 12—5/8” HIGH X 12" OUTLET HEIGHT. THE FOLLOWING FEATURES:RUBBER DIAPHRAGM WITH DUAL FILTERED FIXED BYPASS, ‘
s MOEN 8138 OR APPROVED EQUAL. ADA COMPLIANT METAL OSCILLATING NON—HOLD—OPEN HANDLE, 3/4” I.P.S. ALL FIXTURE STOPS SHALL BE LOOSE KEY.
COMPLETE WITH: 24" LONG x 3” WIDE 18 GAUGE MOP HANGER. CAUGET SCREWDRIVER BAK—CHEK® ANGLE STOP, VANDAL RESISTANT STOP CAP, ADJUSTABLE
FIAT #889—CC OR APPROVED EQUAL. COMPLETE WITH SOLID BRASS STOPS WITH ALL BRASS STEMS AND TAILPIECE, HIGH BACK PRESSURE VACUUM BREAKER, SPUD COUPLING AND FLANGE .
CHLORAMINE—CHLORINE RESISTANT WASHERS, CHLORAMINE—CHLORINE RESISTANT FAUCET ~ FOR 3/4” TOP SPUD, SWEAT SOLDER ADAPTER W/COVER TUBE AND CAST QE@H"%A}E';TC'(}%EEIS,ESFWﬁT fg,:”g&ﬁfﬁ'&"" BE MOUNTED ON WIDE SIDE OF WATER CLOSET STALL AND AT A
30" LONG FLEXIBLE HEAVY DUTY 5/8” RUBBER HOSE WITH 3/4” BRASS COUPLING AT BRAIDED STAINLESS STEEL FLEXIBLE CONNECTORS (SUPPLY TUBES), STAINLESS STEEL I | WALL FLANGE W/SET SCREW, CHLORAMINE RESISTANT. ‘
ONE END AND RUBBER GRIP HOSE BRACKET. BASKET STRAINER WITH STAINLESS STEEL BASKET AND CAST BRASS LOCK AND 14 WATER CLOSET: MIN. CONN. SIZE
FIAT #832—AA OR APPROVED EQUAL. COUPLING NUTS, BRASS 4" 17 GAUGE TAILPIECE. HEAVY CAST BRASS ADJUSTABLE | =)  SLOAN WEUS-1005.1001-0.5 OR APPROVED EQUAL. . : :
P—TRAP WITH 17 GAUGE TUBULAR WALL BEND. BRASS ESCUTCHEONS. (ALL BRASS w V  HW | CW
12" HIGH HEAVY GAUGE STAINLESS STEEL WALL GUARDS. MATERIALS SHALL BE CHROME PLATED) u\ CARRIER y FIXTURE. e | 7 -
FIAT #MSG 3624 OR APPROVED EQUAL. FOR STUD WALL/PLUMBING CHASE CONSTRUCTION: VITREOUS CHINA, HIGH EFFICIENCY, ULTRA LOW CONSUMPTION (1.28 GPF/4.2 LPF), -
FLOOR—MOUNTED SINGLE URINAL CARRIER WITH HANGER PLATE, BEARING PLATE, ELONGATED BOWL, 17" RIM HEIGHT FOR ACCESSIBLE APPLICATIONS. FULLY GLAZED 2"
REMARKS ADJUSTABLE SUPPORTING RODS, STRUCTURAL UPRIGHTS, WELDED FEET, AND SUPPLY TRAPWAY, ELONGATED — OPEN FRONT, RIGHT WIDTH SEAT (LESS LID) INCLUDED, 10” FIXTURE
REMARKS 3 r PIPE SUPPORT. ALL PORTIONS OF CARRIER SHALL BE CONCEALED WITHIN WALL/PIPE ROUGH—IN, 1—1/2” INLET SPUD, 2 BOLT CAPS, AND LOAD TESTED TO 2,000 LBS —
PONE- 1. SHALL COMPLY WITH A.D.A. REQUIREMENTS b = S o PR NS FOR BARIATRIC APPLICATIONS. LB
. -U.A. . - SEE SPECIFICATIONS FOR APPROVED MANUFACTURERS. AMERICAN STANDARD 3641.128 OR APPROVED EQUAL. ,
VALVE BOX MIN. CONN. SIZE 2. 2285:?;21@TTuER2\ILSTALLATION WITH REMOVABLE PANEL LOCATED BELOW SINK. SEE VERIFY WALL/CHASE THICKNESS PRIOR TO ORDERING CARRIER(S). N
W V| HW  Cw : IRIM , I
FOR BLOCK WALL CONSTRUCTION: QUIET, EXPOSED, DIAPHRAGM TYPE, CHROME PLATED CLOSET FLUSHOMETER WITH THE \ - 4
OXURE  JPPLIED. METAL RECESSED CABINET. SINGLE VALVE OUTLET BOX - - - WALL-MOUNTED SINGLE URINAL CARRIER WITH HANGER PLATES AND ADJUSTABLE FOLLOWING FEATURES: RUBBER DIAPHRAGM WITH DUAL FILTERED FIXED BYPASS, ADA |
: ’ . SUPPORTING RODS. COMPLIANT METAL OSCILLATING NON—HOLD—OPEN HANDLE, AESTHETICALLY CONTOURED
= CORROSION RESISTANT DIPPED GALVANIZED STEEL FINISH, 20 GAUGE BOX, 18 GAUGE FIXTURE SEE SPECIFICATIONS FOR APPROVED MANUFACTURERS. COVER, LIANDLE. SOGKET AND FLANGES. 15 158  SCREWDRIVER BAK- CHEK ™ ANGLE 4
M| ROUCH OPENING: TOW X B8 4 X 5 1o o STOR VALVE: VERIFY BLOCK WALL THICKNESS PRIOR TO ORDERING CARRIER(S). STOP, FREE SPINNING VANDAL RESISTANT STOP CAP, ADJUSTABLE TAILPIECE, HIGH
>  DIMENSIONS: 11-5/8"W X 9-1/2°H REMARKS v | BACK PRESSURE VACUUM BREAKER FLUSH CONNECTION WITH ONE—PIECE BOTTOM HEX 2
GUY GRAY BIM875 OR APPROVED EQUAL. : : 6 COUPLING NUT, SPUD COUPLING AND FLANGE FOR 1—1/2” TOP SPUD, SWEAT SOLDER
1. SHALL COMPLY WITH A.D.A. REQUIREMENTS ADAPTER WITH COVER TUBE AND CAST SET SCREW WALL FLANGE, CHLORAMINE
REMARKS : A : ; RESISTANT. INCLUDE SANI—GUARD ANTIMICROBIAL HANDLE AND SOCKET. FLUSHOMETER
B - MIN. CONN. SIZE SLOAN ROYAL MODEL 111—1.28 LOW CONSUMPTION OR APPROVED EQUAL
MOUNT AT 48" AF.F. OR AS RECOMMENDED BY REFRIGERATOR MANUFACTURER. : n LAVATORY: : .
W V  HW | CW
FLOOR DRAIN: MlN‘ CONN. S|ZE Elémo.IBI'-E.ERS 1 1/2» 1 1/2» 1/2» 1/2»
W V  HW | CW :
DRAIN ~ ~ ~ ~ FIXTURE
DUCO CAST IRON FLOOR DRAIN, TWO—PIECE BODY WITH DOUBLE DRAINAGE FLANGE, RIM
INVERTABLE NONPUNCTURING FLASHING COLLAR, SEEPAGE OPENINGS, BOTTOM OUTLET, DRAIN HEAVY DUTY CAST BRASS LAVATORY CENTERSET FAUCET ON 4” CENTERS WITH TWO
AND ADJUSTABLE NICKEL BRONZE ROUND STRAINER. HANDLES. POLISHED CHROME PLATED FINISH WITH POLISHED UNDERSPOUT AND
J.R. SMITH 2005L—A—-NB OR APPROVED EQUAL. METAL HOLD—DOWN PACKAGE. VANDAL RESISTANT LAMINAR FLOW OUTLET (1.5 GPM)
WITH ANTIMICROBIAL BY AGION. 6” WRISTBLADE HANDLES—ADA COMPLIANT—SANITARY REMARKS
- HOODS—METAL—COLOR INDEXED—VANDAL RESISTANT SCREWS. LESS POP—UP HOLE.
A DELTA COMMERCIAL CER-TECK MODEL 21C125 OR APPROVED EQUAL. BY OTHERS 1. SHALL COMPLY WITH A.D.A. REQUIREMENTS.
LL SOLID BRASS STOPS WITH ALL BRASS STEMS AND CHLORAMINE—CHLORINE RESISTANT 2 ig'j,lgﬁk,'?Ewg[LWAgg%R%&ﬁiEg @,HT’?_,""ASEH'#E&AL']'@%_ L[,ENSFROM FACE OF
YT | WASHERS AND WATER HAMMER ARRESTORS. CHLORAMINE—CHLORINE RESISTANT ' ’
BRAIDED STAINLESS STEEL OR POLYMER FLEXIBLE CONNECTORS. CAST BRASS SOLID -
=1 0P OPEN GRID P.0. PLUG WITH 6" 17 GAUGE TAILPIECE WITH CAST BRASS LOCKNUT. WATER CLOSET: MIN. CONN. SIZE
REMARKS HEAVY CAST BRASS ADJUSTABLE P—TRAP WITH 17 GA TUBULAR WALL BEND AND FAUCET W V  HW  CW
BRASS SLIP NUTS. (ALL BRASS MATERIALS SHALL BE CHROME PLATED) COMPLETE ADA COMPLIANT HIGH EFFICIENCY TOILE1(' (HET) S}STEM W|)TH QUIET, s o B ”
1. SEE PLANS FOR SIZE. . . EXPOSED, CHROME PLATED CLOSET FLUSHOMETER (1.28 GPF/4.8 LPF) FOR EITHER
2. PROVIDE WITH 9910 SMITH+GARD ROUND CLEANOUT COVER. PROVIDE TRUEBRO "LAV GUARD2" MODEL #102 E—Z OR APPROVED EQUAL. LEFT OR RIGHT HAND SUPPLY AND VITREOUS CHINA FLOOR SET WATER CLOSET WITH
3. PROVIDE WITH ”"SURESEAL” IN-LINE TRAP SEALER OR APPROVED EQUAL. THE FOLLOWING FEATURES:
- MIN. CONN. SIZE WATER CLOSET
ELECTRIC WATER COOLER: ADA COMPLIANT FLOOR MOUNTED VITREOUS CHINA ELONGATED BOWL WITH SIPHON JET
W V.  HW | CW FLUSH ACTION, 1—1/2" I.P.S. TOP SPUD INLET, 2" FULLY GLAZED TRAPWAY DIAMETER,
FIXTURE. ARy Y INTEGRAL FLUSHING RIM, WATER AREA (9—1/2" X 8-1/4"). CLOSET BOLTS AND CAPS
PUSH BAR, NO LEAD, BARRIER—FREE ACCESS (ADA COMPLIANT) BI-LEVEL WATER INCLUDED.
«~ | COOLER. BUBBLER, GALVANIZED STEEL CHASSIS SUPPORTS FOUNTAIN TOP AND ALL REMARKS
« WORKING MECHANISMS, FOUNTAIN TOP IS SINGLE PIECE STAINLESS STEEL, INTEGRAL COOLER ELUSHOMETER
O WD SR BN o0 T D of a0 T L SHAL COMPLY W A0 FeuREUENTS O OSSR DA W AT, DD B 22 o
S | EkAy ESSTLAC OR EZSTIRBC OR APPROVED EQUAL . -0n WTH ARCHITECT. SINK: M. CONN. SIZE | ) JNCHT BREAKER FLUSH GONNECTION Wiy ONE PIEGE BOTTON Hex COUPLING NUT
ELKAY EZSTL8C OR EZSTLR8C OR APPROVED EQUAL. . : : )
1T W v | Hw | cw ; SPUD COUPLING, AND FLANGE, SWEAT SOLDER ADAPTER WITH COVER TUBE AND CAST
REMARKS FIXTURE. y ey y WALL FLANGE WITH SET SCREW, FIXED METERING BYPASS AND NO EXTERNAL VOLUME o
11/ 11/ 1/2" | 1/2 ADJUSTMENT TO ENSURE WATER CONSERVATION. DIAPHRAGM, STOP SEAT AND VACUUM _
1. SHALL COMPLY WITH A.D.A. REQUIREMENTS. 1RI8MSI’L%GE1I;';E,,3210|3J§"é'65\;5530 STEEL SINK, SINCLE COMPARTMENT COUNTERTOP SELF BREAKER TO BE MOLDED FROM A RUBBER COMPOUND FOR CHLORAMINE RESISTANCE. B ol
2. PRIOR TO ORDERING COORDINATE BI—LEVEL HEIGHT ORIENTATIONS WITH d ’ . : FIXTURE R
ARGHITECTURAL PLANS COMPARTMENT AND FAUCET DECK ARE RECESSED 3/16" BELOW OUTSIDE EDGE OF SLOAN WETS 2020.1001—1.28 OR APPROVED EQUALS )
: SINK, 3 FAUCET HOLES, 3—1/2" DRAIN OPENING. : : : |
ggsv'f_A'f)';Mg'ths'fgﬁ'so'jg,,2|_20N'(-3°')“(‘31 3} ‘\?va_:/ f( 7‘@%58,, DEEP COMMERCIAL WEIGHT SOLID PLASTIC OPEN FRONT LESS COVER FOR ELONGATED BOWL. |
ELKAY LR—22193 OR APPROVED EQUAL. LARGE INTEGRAL BUMPER SHALL BE COLOR—MATCHED MOLDED PLASTIC. HINGES TO L_///'
FEATURE EXTERNAL CHECK AND INTERNAL SELF—SUSTAINING MECHANISMS IN BOTH
RIM HINGES. COLOR SHALL BE WHITE.
DECK MOUNTED 8" FIXED CENTERS CONCEALED HOT AND COLD WATER SINK FAUCET CHURCH MODEL #295SSC OR APPROVED EQUAL.
WITH THIRD WATER INLET, POLISHED CHROME PLATED SOLID BRASS CONSTRUCTION 8" REMARKS
CENTER TO CENTER FLOW CONTROL RIGID/SWING GOOSENECK SPOUT. 2.2 GPM
LAMINAR FLOW CONTROL INSERT IN SPOUT INLET. 4" METAL INDEXED WRISTBLADE
HANDLES. QUATURN O;ERATING/CARTRIDGES. 1/2" NP/SM SUPPLY INLETS AND 1. SHALL COMPLY WITH A.D.A. REQUIREMENTS.
COUPLING NUT FOR 3/8" OR 1/2" FLEXIBLE RISER. 3/8" NPT FEMALE THIRD WATER .
INLET. MOUNTING HARDWARE INCLUDED. FAUCET WATER CLOSET: MIN. CONN. SIZE
CHICAGO FAUCET 786—102849CP OR APPROVED EQUAL. w V  HW | CW
COMPLETE HIGH EFFICIENCY TOILET (HET) SYSTEM WITH QUIET, EXPOSED, CHROME sy _ e
HOT AND COLD WATER PEDAL BOX WITH LONG PEDALS, POLISHED CHROME PLATED PLATED CLOSET FLUSHOMETER (1.28 GPF/4.8 LPF) FOR EITHER LEFT OR RIGHT HAND
SOLID BRASS CONSTRUCTION REBUILDABLE SELF—CLOSING METERING CARTRIDGE, SUPPLY AND VITREOUS CHINA FLOOR SET WATER CLOSET WITH THE FOLLOWING
«— IMMEDIATE SHUT—OFF, OPENS WITH PUSH. TWO 1,/2” NPT FEMALE THREAD INLETS. FEATURES:
1 | 3/8" NPT FEMALE THREAD OUTLET. MOUNTS 5-5/8" ABOVE FLOOR. MOUNTING
() HARDWARE INCLUDED. (\ WATER CLOSET
CHICAGO FAUCET 625-LPCP OR APPROVED EQUAL. . i ( FLOOR MOUNTED VITREOUS CHINA ELONGATED BOWL WITH SIPHON JET FLUSH ACTION,
a @) 1-1/2" 1.P.S. TOP SPUD INLET, 2” FULLY GLAZED TRAPWAY DIAMETER, INTEGRAL
COMPLETE WITH SOLID BRASS STOPS WITH ALL BRASS STEMS AND | “ FLUSHING RIM, WATER AREA (9—1/2" X 8-1/4"). CLOSET BOLTS AND CAPS INCLUDED.
CHLORAMINE—CHLORINE RESISTANT WASHERS, CHLORAMINE—CHLORINE RESISTANT -
BRAIDED STAINLESS STEEL FLEXIBLE CONNECTORS (SUPPLY TUBES), STAINLESS STEEL s v FLUSHOMETER
BASKET STRAINER WITH STAINLESS STEEL BASKET AND CAST BRASS LOCK AND SYNTHETIC RUBBER DIAPHRAGM WITH DUAL FILTERED FIXED BY—PASS, ADA COMPLIANT
COUPLING NUTS, BRASS 4" 17 GAUGE TAILPIECE. HEAVY CAST BRASS ADJUSTABLE ¢ | METAL OSCILLATING NON—HOLD—OPEN HANDLE, 1” I.P.S. SCREWDRIVER BAK—CHEK
P—TRAP WITH 17 GAUGE TUBULAR WALL BEND. BRASS ESCUTCHEONS. (ALL BRASS PEDAL VALVE LIJ ANGLE STOP, FREE SPINNING VANDAL RESISTANT STOP CAP, HIGH BACK PRESSURE
MATERIALS SHALL BE CHROME PLATED) VACUUM BREAKER FLUSH CONNECTION WITH ONE PIECE BOTTOM HEX COUPLING NUT, ==}
; SPUD COUPLING, AND FLANGE, SWEAT SOLDER ADAPTER WITH COVER TUBE AND CAST b
- WALL FLANGE WITH SET SCREW, FIXED METERING BYPASS AND NO EXTERNAL VOLUME i 4
ADJUSTMENT TO ENSURE WATER CONSERVATION. DIAPHRAGM, STOP SEAT AND VACUUM .
BREAKER TO BE MOLDED FROM A RUBBER COMPOUND FOR CHLORAMINE RESISTANCE. h. .~
| bey

SLOAN WETS 2000.1001-1.28 OR APPROVED EQUALS.

COMMERCIAL WEIGHT SOLID PLASTIC OPEN FRONT LESS COVER FOR ELONGATED BOWL.
LARGE INTEGRAL BUMPER SHALL BE COLOR—MATCHED MOLDED PLASTIC. HINGES TO
FEATURE EXTERNAL CHECK AND INTERNAL SELF—SUSTAINING MECHANISMS IN BOTH
HINGES. COLOR SHALL BE WHITE.

CHURCH MODEL #295SSC OR APPROVED EQUAL.

ARCHITECTURAL. REMARKS
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